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Chapter 5
Residential Choice
5.1 Purpose
This Place Code seeks to support the provision of a range of housing choice that is responsive to the changing demographic structure of the City, whilst maintaining an efficient land use pattern. The purpose of this domain is to support the development of a residential pattern comprising mixed dwelling types, including detached dwellings, attached dwellings and apartment buildings that relate well to each other. This code seeks to:

· support residential densities that are moderately higher than traditional detached dwelling areas;

· facilitate a wide variety of home office, home occupation and residential support services to be located within the domain commensurate with local residents’ needs; and

· achieve a high standard of residential amenity across the range of dwelling types in the domain.

5.2 Application
5.2.1 The Place Code contained in this domain applies to development indicated as self, code or impact assessable in the Table of Development at Clause 3.0.

5.2.2 Performance Criteria PC1-PC14 apply to all code and impact assessable development in this domain. For development identified as self assessable in Clause 3.0, only the Acceptable Solutions to Performance Criteria PC1-PC5 apply.
5.3 Development Requirements

	Performance Criteria
	Acceptable Solutions
	How does the proposal comply with the Acceptable Solution or Performance Criteria?
	Internal Use:
Has compliance with the Acceptable Solution/ Performance Criteria been demonstrated?
Is a request for further information required?

	Development that is Self Assessable, Code Assessable or Impact Assessable

	Building Height

	PC1

All buildings must be of a height which is in keeping with the predominant residential character of the surrounding area. Building height must not result in a significant loss of visual amenity.
	AS1.1.1

The building has a maximum of two storeys.

OR

AS1.1.2

The subject site is designated with a specific maximum building height exceeding two storeys on Overlay Map OM6 – Maximum Building Height and the building does not exceed the indicated maximum building height.
	
	

	Accommodation Density

	PC2

Accommodation density must be consistent with the residential character of the local area and contribute to the achievement of a variety of dwelling types in the local area.
	AS2.1.1

The dwelling density is one dwelling per lot.

OR

AS2.1.2

The dwelling density does not exceed one dwelling per 400m2 of site area.

OR

AS2.1.3

The site is designated with a specific maximum residential density on Overlay Map OM4 – Residential Density and the development does not exceed the indicated maximum residential density.
	
	

	Site Coverage

	PC3

The site coverage of all buildings must not result in a built form that is bulky and visually intrusive.
	AS3.1.1

The site coverage does not exceed 50% of the site area where a detached dwelling is proposed.

OR

AS3.1.2

The site coverage does not exceed 40% of the site area for all other uses.
	
	

	Building Setback

	PC4

All buildings and covered car parking spaces must provide for setbacks from the street frontage and the side and rear boundaries of the site, which are appropriate to the efficient use of the site and the streetscape character of this domain.
	AS4.1.1
The building and covered car parking space is setback not less than six metres from the frontage of the site. 
AS4.1.2

The building (excluding covered car parking space associated with a Detached Dwelling) is set back from the side and rear boundaries at not less than:
a) 1.5 metres, measured from the outermost projection of that part of the building which is 4.5 metres or less above ground level;

b) 2 metres, measured from the outermost projection of that part of the building which is greater than 4.5 metres but not greater than 7.5 metres above ground level;

c) 2 metres, plus 0.5 metres for every three metres or part thereof, measured from the outermost projection of that part of the building, which is greater than 7.5 metres above ground level.

OR

AS4.1.3
The building is setback in accordance with a specific development code that provides for a greater building setback.
	2.1 
	2.2 

	Vehicular Crossings

	PC5

Vehicular crossings associated with the development must be designed and constructed to ensure:

a) a safe footpath environment;

b) safe vehicular access to the property;

c) appropriate hydraulic performance of the stormwater infrastructure;

d) no damage to vehicle or road infrastructure;

e) minimal loss of on-street parking spaces;

f) continued amenity of the neighbourhood.
	AS5

Driveways are designed and constructed in accordance with relevant sections of Planning Scheme Policy 11 – Land Development Guidelines.
	
	

	Development that is Code Assessable or Impact Assessable

	Building Height

	PC6

All buildings must be of a height which is in keeping with the predominant residential character of the surrounding area. Building height must not result in a significant loss of visual amenity.
	AS6.1.1

The building is not more than 8.5 metres in height and has a maximum of two storeys.

OR

AS6.1.2

The subject site is designated with a specific maximum building height exceeding two storeys on Overlay Map OM6 – Maximum Building Height and the building does not exceed the indicated maximum building height.

OR

AS6.1.3

The subject site is not designated with a specific maximum building height exceeding two storeys on Overlay Map OM6 – Maximum Building Height and the building is not more than 11.5 metres in height, has a maximum of three storeys (including a partial third storey), and is set back at a minimum of 10 metres from all boundaries of the site.
	
	

	Building Setback

	PC7

All buildings must provide for setbacks from the street frontage and the side and rear boundaries which are appropriate to the efficient use of the site and the streetscape character of this domain.
	AS7.1.1

The building is on a subject site designated with a specific maximum building height exceeding two storeys on Overlay Map OM6 – Maximum Building Height and is set back in accordance with AS4.1.1.
OR

AS7.1.2

The building is on a site not designated with a specific maximum building height exceeding two storeys on Overlay Map OM6 – Maximum Building Height, is not more than 11.5 metres in height, has a maximum of three storeys (including a partial third storey) and is set back in accordance with AS6.1.3.
	
	

	Siting

	PC8

All buildings must be sited to complement the built form of the surrounding area and to maximise the utility of the open space on the site, having regard to a site analysis, prepared in accordance with Planning Scheme Policy 17 – Site Analysis.
	AS8

No acceptable solution provided.
	
	

	Building Appearance

	PC9

All buildings must be designed and constructed to a high aesthetic standard, and complement or enhance the character of the local area.
	AS9.1

The massing and proportions of new buildings are consistent with those of adjoining or neighbouring buildings.

AS9.2

Building materials, patterns, textures and colours used in new buildings are complementary to those of nearby buildings.
	
	

	Advertising Devices

	PC10

All signage must be complementary to the design and style of the buildings on the site on which it is located and to signs and development on adjoining sites. All advertising devices must be designed and constructed to complement the local character of the area.
	AS10.1

All buildings, containing a commercial use component, contain signage envelopes on the exterior of the frontages of the building structure, to enable the signage requirements of the end use business operation to be satisfied. Such signage envelopes allow for signage, which does not dominate the facade and which complements the design of the building.

AS10.2

Freestanding signs complement the design of the buildings to which they relate, do not dominate the streetscape of a locality, are compatible with signage on adjoining sites and clearly identify the product or business being promoted.
	
	

	Landscape Work

	PC11

Landscaping proposals, for new development, must clearly contribute to the protection and enhancement of the existing dominant visual features of the local area.
	AS11

No acceptable solution provided.
	
	

	PC12

All ground level car parking, open space and buffer areas must be landscaped and maintained to complement the character of the local area and any adjoining residential or public open space areas.
	AS12

The car park area, open space and buffer areas of the lot are landscaped with landscape design and use of plant species generally consistent with that of adjacent and nearby lots. The landscape design may incorporate extensive paved areas for pedestrian use.
	
	

	Amenity Protection

	PC13
The proposed use must not detract from the amenity of the local area, having regard, but not limited, to the impact of:

a) noise;

b) hours of operation;

c) traffic;

d) lighting;

e) signage;

f) visual amenity;
g) privacy;

h) odour and emissions.
	AS13
No acceptable solution provided.
	
	

	PC14
The proposed development must take into account and seek to ameliorate any negative aspects of the existing residential amenity of the local area, having regard, but not limited, to the existing impact of:

a) noise;

b) hours of operation;

c) traffic;

d) lighting;

e) signage;

f) visual amenity;

g) privacy;

h) odour and emissions.
	AS14
No acceptable solution provided.
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